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HYBRYD -  LIGHTING THE WAY TO SAFETY

DS - CRYSTAL II - EN v04

9003

9006

9005

dowolny

5060/2023

IP40

TE

Li-Ion

LUMINAIRE FEATURES

•	 Metal housing with the option to choose 
any color from the RAL palette 

•	 Cable entry from the back  
or top of the luminaire 

•	 Uniform design for lighting  
and directional luminaires 

•	 Flexible installation options  
using available mounting kits

AVAILABLE SYSTEMS

AUTOTEST – (AT) internal components, battery and light 
source tests being performed automatically 

CENTRALTEST – (CT) internal components, battery and 
light source tests being performed on command from 
the main unit 

CB – luminaire supplied centrally from the HVCBS

CBAM – luminaire supplied centrally from the HVCBS, 
with built-in address module and operating 
mode selection 

LVAM – luminaire supplied centrally with 24V DC from 
the LVDBS, with built-in address module and operating 
mode selection 

DIMENSIONS

  306  

  7
0 

 

  45  

  154  

MOUNTING TYPE

Directly to the ceiling

CRYSTAL II
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TECHNICAL DATA

Housing material powder-coated steel

Supply voltage

AT, CT 230V AC 50/60Hz

CB, CBAM 230V AC 50/60Hz 170–275V DC

LVAM 10–32V DC

Protection class
AT, CT, CB, CBAM I

LVAM III

Ingress protection IP40

Light source LED module ¹⁾

Correlated Color Temperature

CW 5200–5700K

NW 3700–4200K

WW 2700–3300K

Colour Rendering Index 70

Light source supply power 2-7W

Battery type and voltage Li-Ion 7.4V

Battery capacity 0.7Ah, 2.2Ah, 4.4Ah

Battery recharging time AT, CT < 12h

Emergency operation time AT, CT 1h, 3h, 8h

Ambient temperature

AT, CT +5 – +40˚C; 
TE: ²⁾  -20 – +40˚C

CB, CBAM -10 – +45˚C; 
TE: ²⁾  -20 – +45˚C

LVAM -25 – +60˚C

Supply cable cross-section area 0.5–2.5mm²

Supply cable diameter ≤ 17mm

Communication cable diameter CT ≤ 7mm

Through wiring Yes

Suitable for surface wiring Yes

¹⁾ Non-exchangeable, but serviceable light source; 
²⁾ TE – extended temperature range
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ADDITIONAL MOUNTING KITS

W163 – back to wall  C165 – flush-mounted  W166 – angled  
(long side to wall) 

W167 – angled  
(short side to wall) 

UNIVERSAL MOUNTING KITS

UMK C143 – complete kit for suspension 
mounting on cables with 
adjustable length

UMK C144 - CO – complete kit for 
suspension mounting on cables  

UMK C144 - CH – complete set 
for suspension mounting on chains 

UMK C200 – set of two steel cables with 
loops, with adjustable length (to be used 
together with UMK C202)

UMK C201 – set of two steel chains  
(to be used together with UMK C202) 

UMK C202 – set of hooks for hanging 
luminaires 
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AVAILABLE OPTICS, LIGHT DISTRIBUTION CURVES AND MINIMUM LUMINOUS FLUX

AREA – (AR) symmetrical light distri-
bution in all directions, recommended 
for use in places of considerable height 
or to illuminate fire points
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AREA PLUS – (AP) symmetrical light 
distribution in all directions, ensuring 
adequate illumination on a large area 
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ROAD – (RO) symmetrical light distribu-
tion in all directions, ensuring adequate 
illumination on a large area 
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ROAD PLUS – (RP) light distribution 
mainly along the escape route 
with a long range  
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ROAD PLUS H/V – (RPHV)  used to 
illuminate escape routes at the point of 
their intersections 
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cd/klm       
  C0 – C180       
  C90 – C270
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ORDERING

CRYSTAL II 0000 - RP - 4W - AT - 3h - NM - TS - CW - 9003 - FT - H
Variant:
0000 – base
0001 – 0000 with extended warranty
Optics:
AR – area
AP – area plus
RO – road
RP – road plus
RPHV – road plus horizontally/vertically
Light source supply power:
2W – LED module powered by 2W
3W – LED module powered by 3W
4W – LED module powered by 4W
5W – LED module powered by 5W
6W – LED module powered by 6W
7W – LED module powered by 7W
System variant:
AT – autotest – automatic tests, built-in battery
CT – centraltest – automatic tests requested by the control unit, built-in battery
CB – centrally supplied luminaire
CBAM – centrally supplied luminaire, with address module
LVAM – luminaire powered centrally with 24V DC, with address module
Emergency operation time:
1h – 60 minutes
3h – 180 minutes
8h – 480 minutes (2W only)
X – not applicable (CB, CBAM, LVAM)
Operation mode:
NM – non-maintained
SM – switched maintained
X – not applicable (CB, CBAM, LVAM)
Ambient temperature range of luminaire:
TS – standard
TE – extended
Correlated Color Temperature:
CW – 5200-5700K
NW – 3700-4200K
WW – 2700-3300K
Housing colour:
9003 – ⬛⬛  RAL 9003
9006 – ⬛⬛   RAL 9006
9005 – ⬛⬛   RAL 9005
... – other on special order
Surface finish:
FT – fine texture
... – other on special order
Grommets location:
H – from the back of the luminaire
V – from the top of the luminaire
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